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.. Remove the protective tab from the battery on the sensors. They go into automatic pairing mode.
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To finalyze the disassociation:

Go on the PDU Web User Interfaceamferipheralss=e select the sensor to disassociate
==p Open the 3 dots menum=p « Release »
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Connecting the sensor 6 460 04
The opening sensor can detect the state (open or closed) of contacts connected to it.
It has two channels, to connect two contacts (ON/OFF state)

Four connection points are available on this sensor: Two are connected to one channel, and the other two are connected to the
other channel.
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The LED flashes when the contact changes state: open to closed or closed to open
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The contacts must be configured directly in the web user interface.
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Programming is now complete; you can mount your sensor
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Directly using the wing nut supplied Via the suPQ‘ort 6 460 06 for mounting on Minkels Eerforated doors.
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Battery replacement
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The undersigned, LEGRAND, declares that radio equipment of the type (6 460 03/04) complies with Directive 2014/53 / EU.
C € The full text of the EU declaration of conformity can be found at: www.legrandoc.com
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a - Do not ingest battery, risk of chemical burns.

b - This product contains a coin / button cell battery. If the coin / button cell battery is swallowed, it can cause severe internal burns
within just 2 hours and can lead to death.

¢ - Keep new and used batteries away from children.

d - If the battery compartment does not close securely, stop using the product and keep it away from children.

e - If you think batteries might have been swallowed or placed inside any part of the body, seek immediate medical attention.

f - Risk of fire or explosion if the battery is replaced by an incorrect type.

g - Disposal of a battery into fire or a hot oven, or mechanically crushing or cutting a battery can result in an explosion.

h - Leaving a battery in an extremely high temperature surrounding environment can result in an explosion or the leakage of
flammable liquid or gas.

i - A battery subjected to extremely low air pressure may result in an explosion or the leakage of flammable liquid or gas.

j - This equipment is not suitable for use in locations where children are likely to be present.
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Disposal of batteries and used electrical and electronic equipment (applicable in the European Union member countries
and other European countries with waste sorting systems)
]

AA\Safety instructions [EHlaB)
Make sure the power supply is disconnected before any intervention.
Strictly comply with instructions for installation and use.
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